When selecting fonts and logos be advised the minimum line thickness is .010 ".
Fonts and designs that do not meet this requirement may be changed or eliminated.


PQS1 Template $4-3 / 8^{\prime \prime} \times 7-1 / 4^{\prime \prime}$

When selecting fonts and logos be advised the minimum line thickness is $.010^{\prime \prime}$. Fonts and designs that do not meet this requirement may be changed or eliminated.

MEMBER

## IMPRINT AREA 3/8" x 6-1/4"

## Chamber of Commerce

## IMPRINT AREA 1/2" X 6-1/4"



When selecting fonts and logos be advised the minimum line thickness is .010 ". Fonts and designs that do not meet this requirement may be changed or eliminated.

## IMPRINT AREA 3/4" x $8^{\text {" }}$



When selecting fonts and logos be advised the minimum line thickness is .010 ". Fonts and designs that do not meet this requirement may be changed or eliminated.

## IMPRINT AREA 3/4" x $8^{\text {" }}$



When selecting fonts and logos be advised the minimum line thickness is $.010^{\prime \prime}$.
Fonts and designs that do not meet this requirement may be changed or eliminated.

OVERALL SIZE $8-1 / 2 " \times 5$ "


When selecting fonts and logos be advised the minimum line thickness is $.010^{\prime \prime}$.
Fonts and designs that do not meet this requirement may be changed or eliminated.


